
MORE INFO VIDEOS

* available from the end of 2023

Multi-Gluer 2100CE
● semi-automatic folder-gluer machine
● RSC and crash-lock cases
● 4-point gluing*



Multi-Gluer 1700GT

Description
●	Easy to use semi-automatic Folder-Gluer, to close RSC´s and 	
	 crash look cases with up to 3 points of adhesive, 4-point 
	 gluing available soon 

●	Low-maintenance adhesive system from Baumer hhs

●	Beckhoff on-board PLC

●	No marking even with difficult materials such as laminated
	 and printed finish thanks to soft-grip transport belts

●	Easily handle FEFCO Codes from the groups 02, 03, 05 and 07

●	Multilingual display English/German/ other languages

●	Adjustable continuous transport speeds

●	Max. dimensions:
	 straight line RSC: 1700 x 800 mm
	 crash-lock: 1700 x 800 mm

●	Compact machine design, small footprint

●	Short set-up time using quick-lock tools

Options
●	Table with hold-down device

● Baumer hhs high pressure adhesive system

●	Hotmelt 

●	Large operating platform

●	Conveyor technology

●	Output conveyor and strapping machine Easy Strapper ES-5

●	Multi-Bot and Multi-Bot S for automatic output & strapping of
	 the boxes

Pu
bl

is
he

r:
 M

as
ch

in
en

m
au

 G
m

bH
 -

 R
ev

is
ed

 0
5/

20
23

 •
 A

ll 
in

fo
rm

at
io

n 
w

it
ho

ut
 e

ng
ag

em
en

t 
- 

Er
ro

rs
 a

nd
 o

m
is

si
on

s 
ex

ce
pt

ed
. 

Te
ch

ni
ca

l c
ha

ng
es

 r
es

er
ve

d.

Technical specifications

Dimensions 5500 x 2700 x 1780 mm

Weight approx. ca. 2900 kg

Sheet size max. 1700 x 800 mm

Sheet size min. 400 x 155 mm

Material Up to double wall corrugated board, 
also laminated and printed finish

Adhesive cold PVA (hotmelt optional)

Speed:
Upper conveyor belt
Lower conveyor belt

0-45 m/min
0-15 m/min

Power consumption 2,5kW

Power supply 400V, 50Hz, 3~

Air pressure 6 bar

Adhesive system Baumer hhs

Control system Beckhoff

Abmessungen

Crash Lock

Maschinenmau GmbH
Meckenloher Straße 3
D-91126 Rednitzhembach

Tel.: +49 (0) 91 22 - 63 39 00
Mail: info@maschinenmau.de

www.multi-gluer.de
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Anleger
feeder
alimentation
l´alimentauione

Klebeeinheit
adhesive unit
unité d´adhésive
untiá adesiva

Falteinheit
folding section
section de plisser
unitá di piegatura

Auslauf
outlet
la purge
output

Arbeitsrichtung Pressband 
working direction drying conveyor
direction de travail de sécher
direzione del  lavoro d´asciutto

Arbeitsrichtung Falten/Kleben
working direction folding and glueing
direction de travail de plisser et de collage
direzione del alvoro di piegatura e incollaggio


